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Norma

DIN 7984 

Винт с низкой  
цилиндрической головкой 
Нержавеющая сталь A2 (AISI 304)/A4 (AISI 316) 

Вес 100 шт./кг 

l  5 
6 
8 

10 
12 
14 
16 
18 
20 
25 
30 
35 
40 
45 
50 
55 
60 
70 
80 
90 

100 
110 
120 
130 
140 
150 

 

0,052 

0,052 

0,060 

0,069 

0,078 
 
 

0,097 
 
 

0,120 

0,150 

0,180 

0,210 

0,240 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

1000 
от 25 l 

500 

 

 
0,096 

0,112 

0,128 

0,144 

0,160 

0,176 
 
 

0,215 

0,264 

0,313 

0,362 

0,411 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

500 
от 45 l 

200 

 

 
0,198 

0,226 

0,250 

0,274 

0,298 

0,322 
 
 

0,377 

0,454 

0,531 

0,664 

0,754 

0,796 

0,908 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

200 
от 50 l 

100 

 
 

 
0,287 

0,359 

0,394 
 
 

0,464 

0,499 

0,534 

0,645 

0,704 

0,867 

0,978 

1,089 

1,200 

1,319 

1,422 
 
 
 
 
 
 
 
 
 
 
 
 
 

200 
от 50 l 

100 

 
 
 
 

0,750 

0,805 
 
 

0,925 
 
 

1,050 

1,200 

1,400 

1,600 

1,800 

2,000 

2,200 

2,400 

2,600 
 
 
 
 
 
 
 
 
 
 
 
 
 

100 
от 50 l 

50 

 
 
 
 
 
 
 
 

1,440 
 
 

1,640 

1,900 

2,160 

2,470 

2,780 

3,090 

3,400 

3,710 

4,020 

4,640 

5,260 
 
 
 
 
 
 
 
 
 
 

100 
от 50 l 

50 

 
 
 
 
 
 
 
 

2,060 
 
 

2,410 

0,277 

3,130 

3,490 

3,930 

4,370 

4,810 

5,250 

5,690 

6,580 

7,470 

8,360 

9,250 
 
 
 
 
 
 
 

100 
от 50 l 

50 

 
 
 
 
 
 
 
 
 
 
 
 
 

5,540 

6,210 

6,880 

7,550 

8,220 

8,960 

9,700 

10,400 

11,900 

13,400 

14,900 

16,400 

17,900 

19,400 

20,900 

22,400 

23,900 
 

25 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

12,000 

13,000 

14,000 

15,000 

16,000 

17,200 

19,700 

22,200 

24,700 

27,200 

29,700 

32,000 

34,700 

37,200 

39,700 
 

25 

d M 3 M 4 M 5 M 6 M 8 M 10 M 12 M 16 M 20 

b- l< 120 12,0 14,0 16,0 18,0 22,0 26,0 30,0 38,0 46,0 
b- l> 130 - - - - - - - 44,0 52,0 

t 1,5 2,3 2,7 3,0 3,8 4,5 5,0 5,5 7,5 
s 2,0 2,5 3,0 4,0 5,0 7,0 8,0 12,0 14,0 
k 2,0 2,8 3,5 4,0 5,0 6,0 7,0 9,0 11,0 

dk 5,5 7,0 8,5 10,0 13,0 16,0 18,0 24,0 30,0 


